
Minibuster MB-190A 

Effex 

H
IG

H
 V

A
C

U
U

M
 

Rev. 03 - 20 

PORTABLE EXTRACTION 

USAGE AREAS 

The Minibuster MB-190A is an portable extraction unit meant for 

welding fumes and grinding dust. The unit is made to extract welding 

fume and grinding dust in places where access with other types  

extraction units is limited. Two powerful motors ensures effective  

extraction that can be run on two speeds. 

This powerful unit extracts most, also welding guns with integrated 

fume-extraction which is known for high air resistance. 

• Effective extraction & filtration 

   - High vacuum & air pressure 

   - 99.9% filter efficiency, double filtration 

• Robust design 

   - Quality product with solid components 

• User friendly 

   - Automatic Start/Stop when welding 

   - Integrated filter cleaning by compressed air supply 

• Portable 

   - 16.5 kg. 

• Economic 

   - No filter change needed 

   - Two speeds; 110 and 220 m3/h 

Includes 5 m. Ø45 hose, 2 adapters and one extra 

set of motor brushes to each of the two motors. 

PRODUCT DESCRIPTION 

The Minibuster MB-190A is an portable extraction unit meant  

for welding fumes and grinding dust. The unit is made to extract 

welding fume and grinding dust in places where access with  

other types extraction units is limited. 

Effective two-step extraction 

Two powerful motors, combined 1.9 kW ensures effective 

extraction with an vacuum on -19 000 Pa. The two motors 

enables this unit to be run at two speeds, which extracts 

respectively 110 or 220 m3/h. 

High filtration capacity 

The filtration is performed in two steps. A pre-separator first 

stops the coarse particles, then the tiny particles gets filtrated 

in the filter.  

The “Best in class” quality-filter filtrates 99.9% of all 

dust down to 1 my. The filters is of a very high quality, and this, 

combined with the integrated filter cleaning, makes sure that 

one does not have to change filter in the units lifetime - given 

normal use. 

Robust design 

Solid materials, high quality fan engines and filters etc. makes 

the Minibuster MB-190A a quality product with long lifespan. 

Automatic Start/Stop 

The automatic Start/Stop function gives a significantly longer 

product lifetime and saves energy and costs at the same time. 

The user is not subjected to more than 1/7 of the noise  

compared with products that does not have automatic Start/

Stop. It’s estimated that the unit only runs about 15% of the time 

compared to units that do not have this function. If you estimate 

the units lifetime based on running hours, it means that the  

Minibuster will last almost 7 times longer then if it did not have 

automatic Start/Stop. 

Filter cleaning 

The Minibuster is unique in that it has integrated filter cleaning. 

This design feature makes use, cleaning ang removal of  

collected dust an easy task. 

Cleaning of the filter is easily done by connecting compressed 

air. The frequency depends on usage and usage time. The filter 

can be cleaned several times before the dust container must be 

emptied. The unit is easily opened via quick-lockers. 

The need to change the filter, with associated costs is  

eliminated due to the filter cleaning. 



751093 750820 MB-190A  

Voltage 50-60 Hz 1 phase V 120 230 

Current A 15 8 

Power kW 2 x 0.95 2 x 0.95 

Cable 5 m. mm² 2,5 1,5 

Start/stop delay Sec 11 

Start/stop working range A 50 - 1000 

Airflow (max) w/5 m. hose m³/h 220 

Static pressure (max) Pa 19 000 

Compressed air supply Bar 5 

Inlet diameter mm Ø50 

Filtration efficiency % >99,9 (≥  1µ) 

Filter area m² 2,8 

Noise level (max) dB(A) 74 

Weight incl. filter kg 16.5 

L x W x H (Incl. handle) mm 720 x 340 x 400 
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The «working area» is the one within 

extraction attachments normally operate, 

concerning air flow and pressure drop. 
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TECHNICAL DATA 

PRESSURE DROP CHART 



Recommended intervals for filter cleaning for a selection of the most common electrodes at 20% arc on time ratio 

Welding process Type Electrode diam.  

(mm.) 

Welding current  

(A) 

Cleaning interval  

(Hours) 

Kryo 1 4.0 170 112 

Electrode / 

flux-cored wire 

Baso 120 4.0 160 75 

Ferrod 185 T 5.0 300 32 

Limarosta 316 Lsi 3.2 120 225 

Outershield MC-710 1.0 300 112 

Outershield MC-710 1.2 280 56 

FILTER CLEANING INTERVALS 

SHM-300 Art. no. 750429 

SHM-400 Art. no. 750430 

SHM-500 Art. no. 750431 

 

300/400/500 mm. with. Includes a  

magnetic clamp. Manufactured in 

painted aluminum.  

OT-25  Art. no. 753364 

 

On-torch nozzle for MIG/MAG and 

Cored Wire welding guns. Includes 

2.5 m. Ø25 mm. hose & adapter for 

Ø38 and Ø45 mm. Made in nickel 

plated brass. 

UNM  Art. no. 750540 

 

200 mm. with. Includes a  

magnetic clamp. Manufactured in 

painted aluminum. Suitable for 

large volumes of smoke. 

SHMT  Art. no. 755515 

 

Includes 330 mm. flexible steel 

hose with magnetic clamp and 

adapter SR 4550. Nozzle diameter 

90 mm. 

SHFA  Art. no. 750603 

 

Includes 500 mm. flexible steel 

hose with magnetic clamp.  

Manufactured in painted  

aluminum. 

EXTRACTION NOZZLES 
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